MACNEIL

RS-400 LOW SIDE WASHER

Put more side and rocke
cleaning power

in less space

WHY CHOOSE RS-400?

Our powerful low side washer packs more cleaning power into + Direct drive motor, stainless steel
less space with excellent wash consistency and controlled cleaning bearings and hardware for long-life
pressure. It targets the lower areas of vehicles for superior cleaning . Safe, whisper-quiet, long-lasting
performance. The RS-400 features MacNeil’s gentle and safe Envirosoft® foam brushes in eye-

catching Colors that Clean produce a

Envirosoft® foam, and is available in three brush heights to suit every , )
sparkling finish

configuration.
« Motor down design saves critical
tunnel space by allowing it to be

placed under other equipment

Envirosoft® foam goes where others brushes can’t « Reliable, efficient electric drive
The MacNeil Envirosoft foam brush is engineered to reach into
hard-to-clean areas. Unlike traditional brushes, Envirosoft’s closed
cell foam design does not absorb dirt or water, thereby eliminating
the chance for damage incidents due to road grime, sand and + Low maintenance and operating costs
dirt. Envirosoft foam cleans in and around those tricky low-side
protrusions and wheels, where other brushes fail to reach.

« Corrosion-resistant 3M Pro-Coat
finish in a variety of colors

« Air controls for effective, consistent
cleaning pressure and excellent wash
consistency

« ldeal for both retro-fits and new
sites, with quick and easy installation
for minimal downtime

« Available in 22" (for use under Top
Brush), 30” and 45" heights

Superior
Cleaning
Performance




RS-400 LOW SIDE WASHER
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Envirosoft Foam available in
Colors That Clean

P
WHAT’S INCLUDED .
=

TUNNEL CIL

CONVEYOR CIL

Individually Air Controlled Side
Pressure

Electric Drive

Stainless Steel Bearings & Hardware

58 1/2" 58 1/2"
(1486mm ) (1486mm )

Maintenance Free Pro-Coat Finish,
available in Colors That Clean

182"
(4623mm )

Solenoid Valve — Optional Voltage

One Year Manufacturer Warranty

TECHNICAL DATA

Water Operating Parameters % ﬂam:?%mm]
« 3/4" Line (hose barb on « 100 RPM Brush Speed
spray bar) +  50-150 CPH (Cars per Hour)
« 40 PSI (3 BAR) Min. Pressure Line Speed Capability ()
« 3.2GPM (12.1 LPM)/brush
Pneumatics

« 1/4" (6.35mm) Line

(Quick Connect on Cylinder)
. 0.5 CFM (0.014 cu m/Min.)
. 60 PSI (4 BAR)

Specifications subject to change. Information
provided is for reference only and is not to be
used for installation or construction purposes.
Refer to MacNeil Wash Systems’ equipment
drawings for installation specifications.
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Affordable, unbeatable carwash equipment

For close to 30 years MacNeil Wash Systems has provided superior carwash
equipment to the tunnel car wash industry, automotive dealers, fleet and rental
markets. Our turnkey systems, profit-boosting add-ons and cost-effective retrofits
have been the envy of the industry, delivering a consistently superior clean with
lower maintenance, higher throughput and greater revenue opportunity. Today,
MacNeil equipment is more affordable than ever. Put us to the test.

www.macneilwash.com
1-800-361-7797
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Everyone wants a MacNeil. Now everyone can have one.
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